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Agrishield Universal Hydraulic Winder

	 The Agrishield Drip Tape/Tube & Wire 

Winder, attachable via tractor’s 3-point hitch, 

efficiently retrieves drip tape, poly tube, lay-flat, 
and wire, used in orchards, vineyards, ranches, 

and more. It simplifies the maintenance, reuse, or 
disposal of irrigation and vineyard wiring materi-

als. Wind Up operation is straightforward: position 

at the hose connection, tie off the end, wind the 

desired section, secure the roll, and slide it off 

the tapered core. The implement facilitates rolling 

material back out, by utilizing the free spool (Roll 

Out) valve setting, with hydraulic line resistance 

averting excessive free spooling. 

FEATURES & DETAILS 

•	 Category II 3-point Hitch

•	 Hydraulic Remotes: 1 Set, 4GPM Minimum

•	 Weight: 280 lb 

•	 Forkli� Pockets For Easy Transport

•	 Tapered Core for Quick Material Removal 

•	 Hydraulic Freespooling for rolling  material back out
•	 Capacity:  

•	•	   New * New * Levelwind - Operator controlled levelwind, 
increased safety (nobody guiding material in the ‘line of 
�re’). Also makes operating with a single person much more 
manageable. 
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•	 CORE SPACER SET:  Looking to reuse?  �e spacer 
set makes it easier to place wound rolls back on the winder 
attachment. Important for materials, like drip tape, that 
shrink/constrict a�er rolled up and removed from the tool. 

- Poly Tube:    ~3000 �
- Drip Tape:    ~5000 � 
- Wire:               2+ miles  (set by carrying weight)

- 3” Lay�at:      ~500 �

NEW


