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Agrishield ProCUT PLUS+

Need to adjust the bar angle hydraulically from the tractor seat? The ProCut Plus+ is
Agrishield’s upgraded ProCut brush cutter - includes hydraulic bar angle articulation, allowing
the cutting bar angle to be adjusted from the operator’s seat via hydraulic cylinder. This up-

grade is ideal for customers who want more control, convenience, and efficiency during longer
or more varied cutting jobs.

Model Cut Length Cut Capacity Min. Hose Size Flow Pressure
oae ft in in gpm psi
ProCUT 21 5.5’ (66in) 1 1/5" 3/8" 5-8 1800 - 2500
ProCUT 29HD 7.5’ (90in) 1 1/5" /2" 8-11 2200 - 2500
SPECIFICATIONS
o Skid Steer & Tractor FEL Compatible o 1 Set of Hydraulic Remotes Required
e Universal SSQA Quick Attach, John Deere, or Euro/Global o Hose Kits & Controls availble (see website)
PROCUT FEATURES

VERSATILITY

Vineyard and berry trimming & pruning,
orchard, landscaping, lane clearing, trail
cutting, road maintenece & more!

HEAVY DUTY, PROVEN BUILD

See that 60-year-old sickle bar still running?
There's a reason - built from classic, simple
hay sickle parts that stand the test of time

CUTTING CAPACITY

Cut material up to 1.5in - available tractor
pressure to influence cutting capacity

SIMPLE BUILD - SIMPLE TO MAINTAIN

Built with so few parts, you can almost
count them. All parts are exposed, easy to
monitor wear, easy to get in and replace.

ADJUSTABLE MOUNTING

Multiple mounting options for extra height
adjustment - cut even higher!

EASY BLADE REPLACEMENT

Individually secured with high-tensile
screws, blade are quick & easy to replace.
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